
DESIGN DAVIDE GROPPI - 2023 
SUSPENSION LAMP - METHACRYLATE - METAL
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1A4072703.27.20 GRAVITY BLACK - 2700K MAX 500 mA DC - 18 W LED
2700K - 2610 lm - CRI>80 / 3000K - 2680 lm - CRI>80
BLACK CABLE 1 m - OPTIONAL INSTALLATION KITS NOT INCLUDED 
DRIVER NOT INCLUDED

1A4072703.30.20 GRAVITY BLACK - 3000K

  COMPULSORY INSTALLATION KITS

1Z0240530.500 STANDARD DRIVER
INPUT (110-127 V) 220-240 V - 50/60 Hz - OUTPUT 500 mA DC - (26,5 W) 26,5 W - IP20
DALI - PUSH - 1-10 V DIMMABLE
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1A4520000.00.00 STANDARD Ø 200 mm CIRCULAR PLASTERBOARD PANEL 12,5 mm
PLASTERBOARD CUT-OUT 400 x 400 mm
MINIMUM SPACE FOR MOUNTING 115 mm

200 / 7.87"

400 / 15.75" 400 / 15.75"

1X0000300.04.00 MATT WHITE RECESSED FIXING KIT PANEL 12,5 mm  
PLASTERBOARD CUT-OUT Ø 44 mm
MINIMUM SPACE FOR MOUNTING 70 mm 

62 / 2.44"

1X0000400.04.00 MATT BLACK

1X0010300.04.00 MATT WHITE (COMPULSORY WITH 1X0050300.01.00) 
CEILING FIXING KIT 

77 / 3.03"
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1X0050300.01.00 MATT WHITE (COMPULSORY WITH 1X0010300.04.00 / 1X0010400.04.00)  
WALL BACK PLATE FOR MOUNTING ON  
BRICK MASONRY WALLS

120 / 4.72"
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 OPTIONAL ACCESSORIES

1A4710000.00.00 STANDARD MAGNETIC WEIGHT FOR SLOPED INSTALLATION

  OPTIONAL INSTALLATION KITS
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Cut Out 400 x 400 
15.75 x 15.75"
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1X0000300.04.00 / 1X0000400.04.00 - RECESSED FIXING KIT INSTALLATION
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Min Ø 90 / 3.54"

Cut Out Ø 44 / 1.73"


